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ELEKTRIK MALZEMELERI

Firma Profili

Elekink Malzemeleri Greliminde ve pazarlamasinda 30 yili agkin tecrubeyve sahip
kadrosuyla, ENSMET 2001 vilinda faalivetierine baslamighr,

Ureu'nig obdufiu Orinlere fgili CE, TSE we GOST (Rusya) kalite balgelarine sahip
olan ENSMET markas, kalite yonelim sisteminl 150 8001:2008 standardina
uygun bir sekiide strdirmektadir,

Kisa zamanda, yurtiginde dnde gelen hastane, okul, toplu konut projelerinde
tercih edilen bir marka olmamn yan sira, yurtdiginda, basta komsu Olkelera
vaptiqi ihracatla da dinya standartlarinda drinler Greime hedefini devam
eflirmekiadir,

ENSMET markasivia dretilen elekirik 1asisat borulan ve daditim kutwlan Tlrkyve'nin
en ciddi projeterinde glvanii bir gekilde kullamimaktadir. ENSMET, yanginfarda
sadece alevienn degil, zehirl dumanlann insan hayatim tehlikeye dagordagd
konusunda bilgilendirme caligmalan yapmis, elektrik tasisat literatdrineg,
halogen-free kavraminin olurmasinda wve kullamerdar tarafindan anlasiimasinda
katkilan olmugtur.

ENSMET, Anahtar-priz sakidrinda Almariya’mn Bdan olan Busch-Jasger firmasimnin
da Tlrkiye temsilciliini yapmaktadir. Busch-Jasger'in lonksiyon zenginligi ve
gafjin Gtasindekl lasarimlan herkesin bedenisini kazanmakla va cok Gzel ve
saygin projelerde duvarlan suslemekiedir,

ENSMET'in, lzmir Atatlirk Organize Sanayi Bolgesi'nde kurulu tesislerinde, tim
Orinterin Oretimini, yiksak kalite seviyesinin sGrekdligini ve yeni Grin tazanmianm
saflayan tdm makine, bilgisayar, kontrol cihazlan ve Insan glcl mevcuttur

Migter mamnuniyati ve toplam Kalte kritered EMSMET I ana [slatme pransipleridir.
Shrekl olarak daha iy, daha teknolojik, insankann hayatin kolaylastiran ve elekinik
lesisatim izlandiran trunlerin Lratimi hedelienmektedir,

ENSMET

ELEKTRIK MALZEMELERI

Company Profile

EMSMET has been established in 2001 with people who are dedicated to high
quality electrical matarial production and marketing for more than 30 years ol

EXPETience.

EMSMET brand holds quality certificates like CE, TSE (Turkey) and GOST
(Hussia) for the products being manufactured. The ISQ 8001:2008 standard is

strictly followed in order to succeed quality in bath production and service.

In & very shor time the company brand name becamea weall accepted in hospital,

school, residential and commercial projects. It is ENSMET’s target to produce

products in high guality for exporing to neighbor countries and beyond.

ENSMET electrical conduits and distribution boxes are safely used in many of
the respectable projects in Turkey. ENSMET has started the consciousness in
the market, that human life is not anly threatened by the flames but also with the
toxic ingredients of plastics escaping in gas form In case of fire. Halogen-free
concept and the consequences of halogen gases are well described to electrical
materials users.

ENSMET is also the exclusive distributor of German switch and socket-outiel
and electronic installation materials producer Busch-Jaeger Iin Turkey. The
functionality and exclusive design of BJ is imprassivae and acceplad by evervone,

The production of ENSMET is located in lzmir Atatiirk Organized Industrial Zone.
The production is organized according to continuous high quality leve! and naw
product design in high tech machined, computerized and control devised
enviranment.

ENSMET's management principles are customer safisfaction and total quality

criteria. The companias targat to produce electrical matenals which are improved,

more iechnological and making peaple’s life easier and electrical instakalions faster.
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: . Elektrik Tesisat Borulan
Elektrik Tesisat Borular ve Aksesuarlari Electrical Installation Conduits

Electrical Installation Conduits and Fittings
Teknik Ozellikler Technical Details

\ | f ! BE ve 0l elekirk | borukarimiz EM 61386-1 (Boru sistemlan - Kablo 1856 igin - BHOm 1: Genal bellikber)
" ' ' 0 i, Asafidakl tabloda bu standarda giee dretilmis boralann dart haneli temmiama kodunun

TSE and CE marked products are manufaciured according to EN §1386-1 (Conduit systems lor cable management - Pan
1: General requirements) standard, The classification of conduits with fowr dight code regarding the given standard can be
examined from balow table,

ik Rakam lkince Rakam Ugiined Rakam Dérdiinel Rakam
First Digit Second Digit Third Digit Fourth Digit
Sehighirma Dayamim Crarbe Dayanmm Win. Calizma Sicakidd : 3ma Sicakhg
Comprassion Stranghi Impac Strenghl Wi, Cperating Termp, .. Operating Temp.

cok hafif {125 M) 1 ok halil (0.5 kg /100 mem)

viary light (125 N) wary light (0.5 kg / 100 mm)

. hafif (320 M) ,-—-n,l hafif [1.0 kg7 100 mm)

; light {320 W} E., lightt 1,0 kg ¢ 100 rri)

oria {750 M) oria {20 kg [ 100 mm)
radium (750 M) madivm (2,0 kg / 100 mm)

e

MOAOAFE 100

ager (1,250 M) agir (2.0 kg £ 300 rmim)
heawy {1,250 M) heawy (2,0 kg £ 300 mm)
ok agir (4,000 W) ol agn 41 300
very I‘.u:-.mr:f (2,000 | 1 3 very I:'|'_1;-:|_l.|"'j B8 h:g 300 rmm)

WP Sol tarattaki Gmek kod, bu komuge (spiral] borunun 320 Wik hafif sikstrma dayamming,

1.0 !i;g,'1 00 mm'lK Hady . i a, e o R TR Bt g 3

LR maksimum 8
The sample code on the left indicates that this corrugated pliabée conduit has 320 N
light compression strength, 1.0 kg 100 mm light impact strength, =15 “C minkmum
111 RANAAAARN NN g = 4 operaling temperature and +90 "C maximum operafing temporature.
- . i S . "\“\‘ ] '
W ; Duman alevden daha tehllkelidir Toxle smaoke s worse than fire.

Glinkk hayattmizda sirekll ctarak yanginda clusan maddl We hear news about fire which damage proparty, injura

cause 1% he loxic smose inhaled |:|._.|r|r'.a.g the lire. Plasics
like PV have ingredienis like chioring which i ana of the
halogen elements. The burming of PYC dunng fire causes
i chloride modeculas bo sscape and join wilh he mosture

! i

._L.. f////// -+ iar, yvarglanmalar ve blomler jle itgili haberer and make peopée dis. The injuries and deaths are mostly
N 7/'/ 3 aktay aratanmia ve Glilimierin nedani olarak aley considansd to be because of Rarmes and haat, but the main

'h s ;
4 ‘1\" 3 il F igerigl, yangin 21N T 2 and water to fborm hydr W Thiz acid which 1= in
] i gas siate during the fire is mhaled by pla and cause

injuries and deaths. Halogen-free maiesn uld be usad
in buitdings like hotets, bospitals, schools, airports, abe., §
prgvent 1he caalhs
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1232
125N

C-ok Hafil Seni

Alpy Yavar

Very Light Type

Non Salf-Extinguishing

Pey

Sikigtirma dayarnirm Comprassian resistance 125N
Lrarbse dayanim Impact resislance 1 kg
Min. calisma sicakhd Min. operating temp. -15'C
E Max, cabsma sicakls: Max. operating temp +90°C
Hemmacde Raw material PE/FP
Baion icinde ldlanmaymz Do not use under cancrete.
Maminal & mm 16 20 25 a2 40 =0
Dig Quiside € mim 16 20 25 a2 40 o0
lg Inside @& mm 107 141 183 M3 32 386
m Rulo Call 200 104 50 P 25 25
Siparis Kodu Order Code
SEI-HKNMEE 18 20 25 32 40 50

3343

750N

Dria Sen
Halogen Free
Algy Yaymayan
Medium Typi
Halogen Free
Sall-Extinguishing

s (€ €

E Sikighirma dayanim Comprassion resislance TS0
Darbe dayanimi Impact reslstance 2 kg
Min. calisma sicaklif Min, operating temp, -25°C
Max, galisma sicaklif Max. operating iemp +105°C
Hammaddea Raw materal P&
Makinaiarda kullanilabili ian be usad n machings.

Naminal @ mm 16 20 25 2 40 50 |
Dig Qulside © mm 1% 20 25 @2 40 50 |
g Inside € mim 07 144 18.3 243 31.2 398 |
m Aulo Coil 2000 100 S0 25 25 25 |
Lok ST U

Standard: EM 61388-22














































